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SPECIFICATION

* Image Sensor ;. 1.30 Mega pixels (1/4")

* Video Capture Resolution 1280x1024,
640x480, 320x240

* Still Image Capture Resolution :
Max. 1280x1024

* Focus Range Manual Focus From 10mm
to infinitive

* Frame Rate Max. 30f/s Under 600 Lux
Brightness

* Magnification Ratio 10-60x and 230x
(>=17" LCD Display); 60-230x
(Recommend Specific Stand for Subtle
Studying)

* White Balance : Automatic
* Exposure : Automatic
* Light Source :
38 LED Fine Tuned White Light
(Adjustable)
*OSD Language :
Support multi-languages,
English for default
* Power supply :
oV DC from USB Port
(No need for external Power)
* Size 1 102mm{L)x30mm(R)
* Image Editing and Dynamic
Measurement Software

* Edit the text on the picture

* Draw line and measure the length

* draw circle with radius and measure the
area of the circle

* draw circle with diameter and measure
the area of the circle

* draw circle with three point and measure
the area of the circle

* draw rectangle and measure the area of
the rectangle

* draw angle and measure the degrees on
angle

* draw the polygon and measure the area
In polygon

DS200U-A 2MEGA
USB2.0 APERTURE SCOPE

SPECIFICATIONS

* Image Sensor : 2.00 Mega pixels

* Capture Resolution 1600x1200,
1280x1024, 640x4380, 320x240

* Still Image Capture Resolution :
Max.1600x1200

* Viewable Magnification Ratio 10~90X
* Video format : AVI format
* White Balance : Automatic
* Exposure : Automatic
* Light Source :
6 LED Fine Tuned White Light

(Adjustable)
* Power supply :
5V DC from USB Port

(No need for external Power)
* Size 1 127mm(L)x30mm(R)

SPECIFICATIONS

* Image Sensor : 2.0 Mega pixels (1/3.2")

* Video Capture Resolution 1600x1200,
1280x1024, 640x480, 320x240

* Still Image Capture Resolution :
Max. 1600x1200

* Focus Range Manual Focus From 10mm
to infinitive

* Frame Rate Max. 30f/s Under 600 Lux
Brightnhess

* Magnification Ratio 10-60x and 230x
(>=17" LCD Display); 60-230x
(Recommend Specific Stand for Subtle
Studying)

* White Balance : Automatic

* Exposure : Automatic

* Light Source
8 LED Fine Tuned White Light

Application of

(Adjustable)
*0OSD Language
Support multi-languages (13 types),
English for default
*VSAC :
Variable Semi-Automatic Calibration
(calibration at any magnification
10x~230x, optional)
SPECIFICATIONS
*DMM
Dynamic Measurement
(measure in preview mode)
* Power supply :
oV DC from USB Port
(No need for external Power)
* Size : 102mm(L)x30mm(R)
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* Power supply :
5V DC from USB Port
(No need for external Power)

* Size 1 102mm({L)x30mm(R)

* Image Editing and Measurement
Software

* Edit the text on the picture

* Draw line and measure the length

* draw circle with radius and measure the
area of the circle

* draw circle with diameter and measure
the area of the circle

* draw circle with three point and measure
the area of the circle

* draw rectangle and measure the area of
the rectangle

* draw angle and measure the degrees on
angle

DIGILUX 2MEGA JI
USB2.0 DIGISCOPE ALUMINIUM [ §

* Image Sensor .
CMQOS, 1/3.2-inch (4 : 3) 2.0 Mega
Pixels
* Capture Resolution :
2048x1536, 1600x1200,
1280x1024, 640x480, 320x240 Pixels
* Still Image Capture Resolution :
Max.1600x1200 Pixels
* Shap capture : Yes
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* Viewable Magnification Ratio 10~230X
*Video format : AV
* Image format : BMP, PNG, GIF, JPG
* White Balance : Automatic & Adjustable
* Exposure : Automatic
* Light Source :

8 LED (White) Fine Tuned (Adjustable)
* Osd Language

Support multi-Languages (13types),
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English as default
*VSAC :
Variable Semi-Automatic Cablibration
* Dmml Dynamic Measurement
(measure in preview mode)
* Auto Polygon : auto fitting function
* Power supply : 9V DC from USB Port
* Color Anodized Aluminum Housing
* Size : 99mm(L)x32mm(R)
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UNLIMITED TECHNOLOGY

DSS00U-500X SMEGA
USB2.0 DIGISCOPE 500X

PRODUCT SPECIFICATIONS

* Max. 5.0 MP Resolution (2592Hx1944V);
Max. Magnification Ratio 500X

* Image Sensor :
CMOS, 1/2.5-inch 5.0 Mega Pixels

* Capture Resolution :
2592x1944, 1600x1200, 2408x1536,
1280x1024, 640x4380, 320x240 Pixels

* Still Image Capture Resolution :
Max. 2592x1944 Pixels

* Shap capture : Yes

* Viewable Magnification Ratio 10~150X,
350X~500X

* Video format : AVI

* Image format : BMP, PNG, GIF, JPG

*White Balance : Automatic

* Exposure : Automatic

* Light Source :
8 LED (White) Fine Tuned (Adjustable)

* Measurement :
Yes (semi-auto Calibration)
* Real Time Measurement
(Dynamic Measurement) : yes
* Auto-Polygon : yes
* Power supply :
5V DC from USB Port
(No need for external Power)

* Color Anodized Aluminum Housing
* Size : 148mm(L)x32mm(R)

DS200U-300X 2MEGA
USB2.0 DIGISCOPE 500X

PRODUCT SPECIFICATIONS
*Max.2.0 MP Resolution (1600Hx1200V);
* Max.Magnification Ratio 500X
* Image Sensor .
CMOS, 1/3.2-inch 2.0 Mega Pixels
* Capture Resolution :
1600x1200, 1280x1024,
640x480, 320x240 Pixels
* Still Image Capture Resolution :
Max.1600x1200 Pixels

* Snap capture : Yes

* Viewable Magnification Ratio 10~150X,
350X~500X

* Video format : AV

* Image format : BMP, PNG, GIF, JPG

* White Balance . Automatic

* Exposure : Automatic

* Light Source :
3 LED (White) Fine Tuned (Adjustable)

* Measurement :
Yes (semi-auto Calibration)
* Real Time Measurement
(DynamicMeasurement) . yes
* Auto-Polygon : yes
* Power supply :
5V DC from USB Port
(No need for external Power)
* Color Anodized Aluminum Housing
* Size : 148mm(L)x32mm(R)
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DS200U-E 2MEGA

UNLIMITED TECHNOLOGY

SPECIFICATIONS

* Image Sensor . 2.00 Mega pixels

* Video Capture Resolution 1600x1200,
1280x1024, 640x480, 320x240

* Still Image Capture Resolution .
Max.1600x1200

* Viewable Magnification Ratio 60-90X

* Video format : AVI format

Y USB2.0 DIGI OTOSCOPE

* White Balance : Automatic

* Exposure : Automatic

* Light Source :
6 LED Fine Tuned White Light
(Adjustable)

* Power supply : 5V DC from USB Port
(No need for external Power)

* Size  127/mm((L)x30mm(R)

DS200U-1 2MEGA USB2.0 DIGI IRISCOPE
DSl30U-I,1.3MEGA USB2.0 DIGI IRISCOPE

SPECIFICATIONS
* Image Sensor : 2 Mega pixels
1.30 Mega pixels (1/4")
* Video Capture Resolution
1600x1200 (Zmega)
1280x1024, 640x480, 320x240
* Still Image Capture Resolution :

O Max. 1600x1200 (2mega)
N Max.1280x1024 (1.3mega)
* Viewable Magnification Ratio 10-20X

*Video format : AVI format

* White Balance : Automatic

* Exposure : Automatic

* Light Source :
2 LED Fine Tuned White Light
(Adjustable)

* Power supply
5V DC from USB Port

(No need for external Power)
* Size : 130mm(L)»x30mm(R)

DS200UV-395NM 2MEGA
USB2.0 ULTRAVIOLET DIGISCOPE

SPECIFICATIONS

* Image Sensor : 2.00 Mega pixels

* Capture Resolution 1600x1200,
1280x1024, 640x480, 320x240

* Still Image Capture Resolution :
Max.1600x1200

* Shap capture : Yes

* Viewable Magnification Ratio 10~230X

*Video format : AVI format

*White Balance : Automatic

* Exposure : Automatic
* Light Source ;
8 UV LED (390nm~400nm)
Fine Tuned (Adjustable)
* Power supply :
oV DC from USB Port
(No need for external Power)
* Color Anodized Aluminum Housing
* Size : 99mm(L)x32mm(R)

DS200UV-365NM 2MEGA
USB2.0 ULTRAVIOLET DIGISCOPE

SPECIFICATIONS

* Image Sensor : 2.00 Mega pixels

* Capture Resolution 1600x1200,
1280x1024, 640x480, 320x240

* Still Image Capture Resolution :
Max.1600x1200

* Shap capture : Yes

* Viewable Magnification Ratio 10~230X

* Video format : AVI format

* White Balance : Automatic

* Exposure : Automatic i
* Light Source : il
8 UV LED (365nm)
Fine Tuned (Adjustable)
* Power supply :
oV DC from USB Port
(No need for external Power)
* Color Anodized Aluminum Housing

* Size : Q9mm(L)x32mm(R)

DS200NIF-8S0NM 2MEGA
USB2.0 NEAR INFRARED DIGISCOPE

SPECIFICATIONS

* Image Sensor : 2.00 Mega pixels

* Capture Resolution 1600x1200,
1280x1024, 640x430, 320x240

* Still Image Capture Resolution :
Max.1600x1200

* Shap capture : Yes

* Viewable Magnification Ratio 10~230X

* Video format : AVI format

*White Balance : Automatic

-

* EXposure : Automatic ?f
* Light Source : - -

3 NIF (Near Infrared Light)

LED (850nm) Fine Tuned (Adjustable)
* Power supply :

oV DC from USB Port

(No need for external Power)
* Color Anodized Aluminum Housing
* Size : I9mm(L)x32mm(R)

DS200NIF-940NM 2MEGA
USB2.0 NEAR INFRARED DIGISCOPE

SPECIFICATIONS

* Image Sensor : 2.00 Mega pixels

* Capture Resolution 1600x1200,
1280x1024, 640x430, 320x240

* Still Image Capture Resolution :
Max.1600x1200

* Shap capture : Yes

* Viewable Magnification Ratio 10~230X

* Video format : AVI format

*White Balance : Automatic

* Exposure : Automatic
* Light Source :
38 NIF (Near Infrared Light)
LED (940nm) Fine Tuned (Adjustable)
* Power supply :
oV DC from USB Port
(No need for external Power)
* Color Anodized Aluminum Housing
* Size : 99mm(L)x32mm(R)

SPECIFICATIONS

* Image Sensor :
1/3" CMOS, 2.0 Mega pixels

* Image Resolution :
1600x1200, 15 frames/sec;
640x480, 30 frames/sec

* Capture images with high resolution

* Color Reproduction is good

* Exposure : Automatic

* White Balance : Automatic

* Contrast, Brightness, Saturation, and
many other parameters of Software

Automation
* USB2.0, Plug and Play

* OSD Language
Support multi-languages,
English for default
* Power supply
5V DC from USB Port
(No need for external Power)
* Size : 55.7mm(L)x31.5mm(D)

EPO33TV, 0.3MGEGA TV DIGI EYEPIECE

SCIENTIFIC INSTRUMENT

*NTSC TV/AV Electronic Eyepieces

* Max. 0.3 MB Resolution (640x480)
OR PAL TV/AV Electronic Eyepieces

* Max.0.36 MB Resolution (640x576)

PRODUCT SPECIFICATIONS

* Image Sensor : 0.3 Mega pixels (1/3")-
Ntsc

* Image Sensor
0.36 Mega pixels (1/3")-Pal
* White Balance : Automatic
* Exposure : Automatic
* Power supply : 9V DC from adapter
* Size : 95.7mm(L)x31.5mm(D)




